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    SX-A1VA Vibration Analysis Program for RIONOTE

    
        
		 
			Vibration Analysis Program "SX-A1VA" is a program to measure the multi - channel vibration conveniently and on site.
Vibration of 3-axis or 4 (4 points, 4 channel) can be continuously measured through wired or wireless systems, while simultaneously recording data.

For users who carry out machinery maintenance, SX-A1VA provides the solutions covering a series of operations as follows.

	Provisional diagnosis at early stage based on ISO 10816-6 (Evaluation of machine vibration by measurements on non-rotating parts)
	Trend management (relative value evaluation) using tagged and stored measurement data at each measurement point
	Review of the evaluation criteria from vibration trend
	Detailed diagnosis to determine abnormal conditions and to consider the countermeasures


Visit the RIONOTE product page.

Enquire about the SX-A1VA.

Get a quote for the RIONOTE.
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    New RION NC-75

    
        
		 
			Introducing a new class 1, 94dB 1kHz acoustic calibrator by Rion.

Consisting of a Integrated reference microphone enabling feedback control in a smaller size with


60% longer battery life



than its predecessor.
Comes with 1/2" and 1" microphone adaptor standard and with a  ¼" option available.

Visit the Rion NC-75 product page.

Get a quote for the Rion NC-75 .
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    ShakeHands Vol.9

    
        
		 
			        

		
		
			The latest edition of RION's environmental instrument magazine!
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    Pocketable Vibration Meter (RIOVIBRO)

    
        
		 
			A new version of our ultra-compact Pocketable Vibration Meter VM-63C will be available from September, 2017.

As before, this product allows performing measurements simply by holding it against the measurement target.
With the introduction of the VM-63C, the production of VM-63A has ended.
The integrated accelerometer and digital display eliminate any need for cables, making on-site measurements in the field easy and quick.
The unit can be held in one hand and operated with a single button, combining superb convenience with complete reliability and dependability.

Features:

	Simply by holding the unit against the target object measurement over a wide range of vibration frequencies is possible.
	LCD readout shows either acceleration, velocity or displacement
	Measurement for unbalanced conditions, misalignment or bearing vibrations is also possible.
	Wide-range design eliminates the need for frequent measurement range switching
	A power switch is not needed. Pressing the MEASURE button turns the unit on and power shuts down automatically after a period of inactivity.
	Support for use of rechargeable batteries reduces environmental impact.


Visit the Rion VM-63C product page.

Get a quote for the Rion VM-63C .
        

		
		
			The VM-63C is a highly compact vibration meter

		

    
  



		
	






  
    
	  
		
          ×
        
	  
 
	  
		
			[image: ]

		

	  

	  
		
			[image: ]
			
				Acoustic Research Labs Pty Ltd
				

				@acousticresearchlabs
			

		

		    
			
			Uh Oh something went wrong

				2017-11-26

					
Contact us with any problems at https://acousticresearch.com.au/Contact%20Us
					

			

		

	  
  
    

  









			 404
Page not found
 

		

	

	 
	

	
		[image: ]
		[image: ]
		[image: ]
		[image: ]
	

	
		Copyright © 2024 Acoustic Research Labs Pty Ltd. All rights reserved.
		Privacy Policy

	


 

